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1- The reducer assembly consists of 
a base unit with 5 rings for height 
adjustments between 5/8” and 
2 5/8”. Additional base units are 
available in full box quantities.

2- Setting base plate on surface, stack 
reducer rings over each other until 
required height is approximately 
reached.

3- Center reducer unit on chalk line(s) 
previously established for paver 
layout.
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1. The reducer assembly consists of a 
base unit with 5 rings for height
adjustments between 5/8” and 2 5/8”.
Additional base units are available in
full box quantities.

2. Setting base plate on surface, stack
reducer rings over each other until
required height is approximately
reached.

4. Use laser line or equivalent to establish
�nal project grade.  Subtract thickness of
paver and support unit (Terra-Tab) to
determine �nal reducer height required.

5. Use 1/8” shim plate under reducer,
when required, to level with laser line.
(Shims ar e scored to allow �eld cutting)

3. Center reducer unit on chalk line(s)
previously established for paver layout.

6. Check level of reducer in both directions.
Make any necessary adjustments required
using 1/8” shim plate (see #4).

7. Place Terra-Tab paver support unit on
top of reducer and install pavers.  See
back of instructions for details.

8. Occasionally height limitation is less
than what the reducer or Terra-Tab can
accommodate.  (See step 9)

9. When height clearance is limited, the
use of 1/8” shim plates with 3/16” or
1/8” spacers may be required.
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4- Use laser line or equivalent to 
establish final project grade. 
Subtract thickness of paver 
and support unit (Terra-Tab) to 
determine final reducer height 
required.

5- Use 1/8” shim plate under reducer, 
when required, to level with laser 
line. (Shims are scored to allow field 
cutting)

6- Check level of reducer in both 
directions. Make any necessary 
adjustments required using 1/8” 
shim plate (see #4).
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1. The reducer assembly consists of a 
base unit with 5 rings for height
adjustments between 5/8” and 2 5/8”.
Additional base units are available in
full box quantities.

2. Setting base plate on surface, stack
reducer rings over each other until
required height is approximately
reached.

4. Use laser line or equivalent to establish
�nal project grade.  Subtract thickness of
paver and support unit (Terra-Tab) to
determine �nal reducer height required.

5. Use 1/8” shim plate under reducer,
when required, to level with laser line.
(Shims ar e scored to allow �eld cutting)

3. Center reducer unit on chalk line(s)
previously established for paver layout.

6. Check level of reducer in both directions.
Make any necessary adjustments required
using 1/8” shim plate (see #4).

7. Place Terra-Tab paver support unit on
top of reducer and install pavers.  See
back of instructions for details.

8. Occasionally height limitation is less
than what the reducer or Terra-Tab can
accommodate.  (See step 9)

9. When height clearance is limited, the
use of 1/8” shim plates with 3/16” or
1/8” spacers may be required.
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7- Place Terra-Tab paver support unit 
on top of reducer and install pavers. 
See back of instructions for details.

8- Occasionally height limitation is less 
than what the reducer or Terra-Tab 
can accommodate. (See step 9)

9- When height clearance is limited, 
the use of 1/8” shim plates with 
3/16” or 1/8” spacers may be 
required.
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1. The reducer assembly consists of a 
base unit with 5 rings for height
adjustments between 5/8” and 2 5/8”.
Additional base units are available in
full box quantities.

2. Setting base plate on surface, stack
reducer rings over each other until
required height is approximately
reached.

4. Use laser line or equivalent to establish
�nal project grade.  Subtract thickness of
paver and support unit (Terra-Tab) to
determine �nal reducer height required.

5. Use 1/8” shim plate under reducer,
when required, to level with laser line.
(Shims ar e scored to allow �eld cutting)

3. Center reducer unit on chalk line(s)
previously established for paver layout.

6. Check level of reducer in both directions.
Make any necessary adjustments required
using 1/8” shim plate (see #4).

7. Place Terra-Tab paver support unit on
top of reducer and install pavers.  See
back of instructions for details.

8. Occasionally height limitation is less
than what the reducer or Terra-Tab can
accommodate.  (See step 9)

9. When height clearance is limited, the
use of 1/8” shim plates with 3/16” or
1/8” spacers may be required.
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TERRA PAVERTERRA-STAND WITH
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WAFFLE REDUCER
(BASE & TWO RINGS)
WITH TERRA-TAB

WAUSAU PAVER
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