
PRODUCT DATA SHEET 
STANDARD

  THIN SERIES PRODUCT DATA SHEET 

 PLANK

12” x 36”
2¼”, 2½”, 
2¾”, 3”

6” x 16”
2”, 2¼”, 2½”, 

2¾”, 3”

6” x 24”
2”, 2¼”, 2½”, 

2¾”, 3”

MATERIAL PROPERTY TESTING SUMMARY
PROPERTY ADVANCED TESTING VALUE TEST METHOD

Compressive Strength >8,000 PSI avg. • No individual unit less than 7,500  PSI ASTM C 140
Water Absorption < 6% ASTM C 140
Flexural Strength Meets or exceeds standard (Modulus of Rupture) ASTM C 1782
Freeze/Thaw < 1% loss of dry weight (100 cycles) ASTM C 1262
Center Load 1,850 lbs • Center Load WTCL 99

FOR PAVERS LESS THAN 12” USE WAUSAU TILE’S TERRA GRID SYSTEM
 TESTING BASED ON 24” x 24 x 2” PRESSED PAVER

SQUARE

STANDARD V-SERIES | PRODUCT DATA SHEET 

PAVER THICKNESS

Ranging from  
13/4”– 3” inches  

Weight = lbs/sq. ft.

1 3/4”	– 21 lbs

2” 	 – 24 lbs

2 1/4”	– 27 lbs

2 1/2”	– 30 lbs

2 3/4”	– 33 lbs

3”	 – 36 lbs

RECTANGLE

36” x 36”
2½”, 2¾”, 3”

30” x 30”
2¼”, 2½”, 
2¾”, 3”

24” x 24”
1¾”, 2”, 2¼”, 
2½”, 2¾”, 3”

18” x 18”
1¾”, 2”, 2¼”, 
2½”, 2¾”, 3”

16” x 16”
1¾”, 2”, 2¼”, 
2½”, 2¾”, 3”

12” x 12”
1¾”, 2”, 2¼”, 
2½”, 2¾”, 3”

8” x 8”
2”, 2¼”, 2½”, 

2¾”, 3”

Color Disclaimer: Actual colors may vary due to raw materials and natural 
aggregates. Swatches, prints, and screens may not reflect final paver appearance. 
For updates, contact your rep, call 800-388-8728, or visit wausautile.com.

24" x 48"
2¼", 2½", 2¾", 3" 

24” x 36”
2”, 2¼”, 2½”, 

2¾”, 3” 

18” x 24”
1¾”, 2”, 2¼”, 
2½”, 2¾”, 3” 

16” x 36”
2½”, 2¾”, 3” 

15” x 30”
2”, 2¼”, 2½”, 

2¾”, 3” 

12” x 24”
1¾”, 2”, 2¼”, 
2½”, 2¾”, 3” 

8” x 12”
2”, 2¼”, 2½”, 

2¾”, 3” 

6” x 12”
1¾”, 2”, 2¼”, 
2½”, 2¾”, 3”

 

SQUARE

STANDARD THIN SERIES | PRODUCT DATA SHEET 

RECTANGLE

Color Disclaimer: Actual colors may vary due to raw materials and natural aggregates. 
Swatches, prints, and screens may not reflect final paver appearance. For updates, 
contact your rep, call 800-388-8728, or visit wausautile.com.

Thin set, mortar set, and Terra-Grid installations only.

12” x 24”
1”

MATERIAL PROPERTY TESTING SUMMARY
PROPERTY ADVANCED TESTING VALUE TEST METHOD

Compressive Strength >9,500 PSI avg. ASTM C 140
Water Absorption < 5% ASTM C 140
Flexural Strength Meets or exceeds standard (Modulus of Rupture) ASTM C 140/C293
Freeze/Thaw < 1% loss of dry weight (100 cycles) ASTM C 1262

Testing based on 12” x 12” x 1” pressed paver

24” x 24”
1”

16” x 16”
1”

12” x 12”
1”

Paver Thickness
1”

Weight per sq foot:

1”   –  13 lbs.
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TL25

TL10

TL31

TL16

TL34

TL23

TL35


